
50-17 Special Purpose Districts 

  Article 2, Page 53 (UDC 11/24) 

50-17.4 Park and Open Space District (P-1). 
 
A. Purpose. 

The P-1 district is intended to protect and reserve lands for 
recreational, scenic and natural resource uses.  It is 
intended to be applied to publicly owned land but may be 
applied to private property with the landowner’s written 
consent.  Both passive recreational (e.g., walking paths, 
picnic tables) and active recreational (e.g., playgrounds, 
ball fields, tennis courts) uses may be permitted, as shown 
in Table 50-19.8.  Small-scale buildings, structures and 
development (e.g., parking) that are incidental to and 
supportive of an approved use may also be permitted.  All 
uses and structures shall be compatible in scale, design 
and impact with the natural features and character of the 
land. 

 

 

B. Example. 

 

 

 

 

 

 

 

 

 

 

 

(Ord. No. 10044, 8-16-2010, § 6 Ord. No. 10225, 5-28-2-13, § 2.) 

 TABLE 50-17.4-1: 
 P-1 DISTRICT DIMENSIONAL STANDARDS 

 LOT STANDARDS 

Minimum lot area 0 sq. ft. 

Minimum lot frontage  0 ft. 
 STRUCTURE SETBACKS 

Minimum depth of front yard  25 ft. 

Minimum width of side yard  25 ft. 

Minimum depth of rear yard  25 ft. 
 STRUCTURE HEIGHT 

Maximum height of building  30 ft. 

Section 50.21 Dimensional standards contains 
additional regulations applicable to this district. 

 



50-17 Special Purpose Districts 

Article 2, Page 54 (UDC 11/24)     

50-17.5 Airport District (AP) 
 
A. Purpose. 

The AP district is intended to protect and reserve lands 
dedicated for airport operations.  Structures and 
development (e.g., parking, hangars) that are incidental 
to and supportive of airport operations may be permitted 
(added by Ord. No. 10366, 4-13-2015, § 1).

 

 

 TABLE 50-17.5-1: 
 AP DISTRICT DIMENSIONAL STANDARDS 

 LOT STANDARDS 

Minimum lot area 0 sq. ft. 

Minimum lot frontage  0 ft. 
 STRUCTURE SETBACKS 

Minimum depth of front yard  5 ft. 

Minimum width of side yard  5 ft. 

Minimum depth of rear yard  5 ft. 
 STRUCTURE HEIGHT 

Maximum height of building  30 ft., or  
Per 50-18.2, 
whichever is 
greater 

Section 50.21 Dimensional standards contains 
additional regulations applicable to this district. 


